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ENGINEERING SPECIFICATIONS
SAFETY WARNING: HEAT EXCHANGER
—DO NOT PRESSURIZE SHELL SIDE BEFORE OR PROCESS
WITHOUT PRESSURIZING PROCESS SIDE FIRST. MATERIAL: PFA, FEP
—DO NOT PRESSURIZE SHELL SIDE GREATER INPUT: 1" FLARE
THAN THAT OF PROCESS SIDE. OUTPUT: 1/2" FLARE
PRESSURE RATING:  40PSI @ 957C.
SHELL
MATERIAL: PVDF, PFA, FEP
INPUT/OUTPUT: 1/2 FNPT
PRESSURE RATING:  40PSI @ 957C.
HEAT EXCHANGER 9.7t
SURFACE AREA:
- 32.88 APPROX -
6.24 - 20.75 -
SHELL /)
OUTPUT ||
‘ | L[ T | T T
ooy PROCESS poonn (AT {1 | | L | CEATERIENGORR IR . PROCESS
’ INPUT | VST PR LIND HENT | OUTPUT
\ — L] ]
SHELL £
INPUT
CONFIDENTIALITY UNLESS OTHERWISE NOTED “' HEATEFLEX CORPORATION
THIS DRAWING & THE INFORMATION | DMENSIONS & TOLERENGING ARE. N ‘
N ANV VANNER, NOR USED TOR A|  Joo  oms 1air | ™ VESPER HEAT EXCHANGER
EXPRESS _WRITEN AUTHORZATION % E?-,“;“ z“'” PVDF OUTER, PFA WETTED (PROCESS)
o] 3 0.5 0.5
NOTES: M. Tongeo  02/29/12|" " ™ "VEB1-1-00-72-A00-25 00
—ALL DIMENSIONS ARE APPROXIMATE. ORAFTING 0 oATE: APPROVED BY oATE

SHEET: SCALE: FILE:
B| 1 OF 1 |NONE |VEB11OOZZA0025




